
D-ILA PROJECTORS

DLA-X9000

DLA-X7000

DLA-X5000

新採用高出力ランプと、業界最高のコントラス新採用高出力ランプと、業界最高のコントラス新採用高出力ランプと、業界最高のコントラス新採用高出力ランプと、業界最高のコントラス

トによる究極のダイナミックレンジを実現トによる究極のダイナミックレンジを実現トによる究極のダイナミックレンジを実現トによる究極のダイナミックレンジを実現

Ultimate High Dynamic Range

＆ 4K Technology

<Main Features>

• Highest brightness in class* delivered by new high power lamp

（X9000 1,900lm, X7000 1,800lm, X5000  1,700lm）

• Industry leading contrast ratio

（X9000 150,000:1, X7000  120,000:1, X5000  40,000:1）

• HDR （High Dynamic Range）Compatibility

• Compatibility to latest standard of HDMI/HDCP2.2

• New “Multi Pixel Control” reproducing natural and expressive 4K images

• Newly developed blur reduction technology “Motion Enhance”

• “Auto Calibration Function” to optimize the picture depending on the various setting 

environments

*Home Theatre Projectors priced between EUR 10,000 and EUR 3,000



◆Highest brightness in class* delivered by new high power lamp （X9000 :1,900lm, X7000: 1,800lm, X5000 :1,700lm）

With the new 265W high power lamp, the latest JVC projectors can produce powerful images with greatly 
increased brightness compared to our current X500, X700 and X900 series models. This large brightness boost 
helps deliver clear images on big screens, even under ambient light environments such as found in living room 
installations.

◆◆◆◆Industry leading contrast ratio
JVC continues to hold the industry’s leading native contrast ratio.
This is achieved by combining a new optical engine optimized for 
usage with the JVC D-ILA device, with the high power lamp, plus 
JVCs user-selectable Intelligent Lens Aperture to further boost 
contrast.

◆◆◆◆HDR (High Dynamic Range) compatibility
HDR (High Dynamic Range) Basically this means 
a larger range between the brightest whites and 
darkest blacks and wider colour gamut. The 
combination of high brightness power lamp, and 
JVC's inherent high native contrast capability 
means the new JVC projectors can reproduce 
highlights and detail in dark scenes, which are 
simply incomparable to conventional projectors.

Model Contrast

(Native)

Contrast

(Dynamic)

X9000 150,000:1 1,500,000:1

X7000 120,000:1 1,200,000:1

X5000 40,000:1 400,000:1

D-Range(native): 150,000:1 (17 stop)
Brightness (max) : 150cd/m2
*with 100” screen

DLA-X9000
Naked Eye
D-Range:24 stop
17,000,000:1

D-Range: 2000:1 (11 stop)
Brightness: 48cd/m2

Cinema Facility
D-Range:16 stop
65,000 : 1

Camera

PK-L2615U

DLA-X5000 DLA-X7000 DLA-X9000

Device 0.7inch Full HD D-ILA x3 

e-shift e-shift4

Resolution 3840 x 2160

Lens X2 Zoom & Focus : Motorized : f=21.4-42.8mm / F3.2-4 

Lens Shift ±80% Vertical & ±34% Horizontal (Motorized) 

Lamp NSH 265W   (PK-L2615U)

Brightness (Max.) 1700lm 1800lm 1900lm

Contrast (Native) 40,000:1 120.000:1 150,000:1

Contrast (Dynamic) 400,000:1 1,200,000:1 1,500,000:1

Terminal

HDMI 2 (HDMI2.0a / HDCP2.2)

RS-232C / LAN 1(D-sub 9pin) / 1(RJ45)

Trigger 1(Mini jack, DC12V/100mA)

3D sync 1 (Mini Din 3pin)

Power  Consumption 380W

Fan Noise 23dB (TBD)

Dimension (W)455 x (H)179 x (D)472 mm

Weight 14.7 kg(TBD) 15 kg(TBD) 15 kg(TBD)

*Home Theatre Projectors priced between EUR 10,000 and EUR 3,000


